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General Notes:
“ | Riser and Lid:

24" Dia. ribbed PVC riser wilstching lid and Tank Volumes: Total Volume: 1772 gat:
polyurethane gasket or approved Operating Volume: 1513 gaks:

. . o . t
Splice Box Detail Discharge Grommet Detail 30" Dia required per 340-71-220 when Uit votumme o typieal operaing dopth 348 galin
depth of bury greater than 36"
All risers shall be attached in a permanent and Loads: Top =400 psf
Lateral Load = 62.4
WalEright manner e W aat w2800
Slope to drain away from lid Lids shall be kept securely fastened at all times ‘The septic tank shall be capeble of withstanding long-term ¢
—-— with stainless steel bolts Ioading, in sddition to the soil loading, due to a water table 1
ground surface. Soil Bearing = 1500 psf (re-evaluate suppo
Riser/Tank adapters bearing is less or unequal)

Cast into concrete top for adapting to riser. "
(Bond the riser and adapter together w/PVC Concrete: The walls and bottom slab shall be poured monolithically.

%.E:SNE%@ Spread around PYC Reinforcing steel shall be ASTM A-615 Grade 60, fy = 60,
#3%@ 15" o.c. §%§§1«Q cast into
i

0 « 4" 3 d 1-1, The concrete shall achieve a minimum compressive strengtt
#45 @ 11" o.c. ﬂ {1 2 days; fc' = 4,000 psi. Concreto shall be ready mix with cem

M = SR O W s 7 AT 1 Tyye L Dol cosctatticEoft

w frven a u_.._._a._ ..QI W (6 1/2) sacks per cubic yards and maximum aggregate size ¢
” PR (it

Santtary Tee(s): 6" min, — g

4" min. Dia. Sch. 40 | # ”ln. Typ.

i * Wateri/Cement ratio shall be kept below 0.4, (W:C 0.35%). /
On/Off agents and fibrous rei will enhance
4" ‘watertightness of the tank; however, their usage is optional.
Tenks shall not be moved from the manufacturing site to th

tank has cured for seven (7) days, or has reached two-thirds
strength. Proper caring techniques must be used to ensure y

ABS, PVC or approved

340-73-0025(6)

58"

All tanks shall be sct level on a minimum 3 inch thick comy
approved granular bedding overlying a firm uniform base.
stable and uniform in order to ensure equal bearing across t
Installations with 30 inches or less of ground cover may rec
§8§E§EEE§
minimum cover of 12 inches is required over the tank in ar
occasional light wheel loads.

: ) Test: Tanks shall be tested and certified watertight per Oregon O
*ES.L u._n..u ] 12 " 340-71 and 73. =

144" Tank Markings:  Place marking on the upper most surface over the outlet.

#18" Minimum Lap Typical at all corners top and bottom if bars are not contimuous ) Max burial depth: _4ft.
Max traffic (wheel): 2500 Ibs.

Side View 1500 Gallon Tank et




